
•	 Intel®	Atom®	E3940	/	E3930	&		 	 	
Pentium®	N4200	/	Celeron®	N3350	シリーズ搭載

•	 最大	8	GBのSO-DIMMを実装可能

•	 Mini	PCI	Express	x2ポート

•	 2.5インチ	SSD	(HDD)	搭載可能

•	 USB	3.0	x4ポート、	USB	2.0	x2ポート

•	 ウォールマウントキット付属

•	 動作温度範囲:	－30°C	〜	65°C

FEATURES

Intel® Atom® 3.5インチサイズ SBC
インダストリアル BOX型PC

外形寸法図

AdiCS8101
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AdiCS8101-3940 Fanless system w/ Intel® Atom® E3940, 4x COM, 1x 4GB DDR3L industrial-grade memory,　　 
1x 2.5” 64GB MLC industrial-grade SSD

AdiCS8101-3930 Fanless system w/ Intel® Atom® E3930, 4x COM, 1x 4GB DDR3L industrial-grade memory, 　   
1x 2.5” 64GB MLC industrial-grade SSD

AdiCS8101-4200 Fanless system w/ Intel® Pentium® N4200, 4x COM, 1x 4GB DDR3L memory,　　　　　　　    
1x 2.5” 500GB SATA HDD 

AdiCS8101-3350 Fanless system w/ Intel® Celeron® N3350, 4x COM, 1x 4GB DDR3L memory, 　　　　　　　
1x 2.5” 500GB SATA HDD 

CPU Type Intel® Atom® Processors E3940/ E3930 & Pentium® N4200/ Celeron® N3350 Series

System Speed Up to 2.5GHz

Memory 1x 4GB DDR3L-1866 SO-DIMM, Max. 8GB

Front Panel External I/O 1x Power LED
1x HDD LED
1x Power button
1x Reset button
2x USB 2.0 ports
1x Line-out, 1x Mic-in

Rear Panel External I/O 4x USB 3.0 port
1x HDMI
1x RS232/422/485 port for COM#1
3x RS232 ports for COM#2/COM#3/ COM#4
2x RJ45 Gigabit Ethernet port
1x 3-pin DC-in terminal block for 12V(-10%)~24V(+10%)

Expansion Slots 1x Full-size Mini PCI-E socket (USB 2.0 + SATA)
1x Half-size Mini PCI-E socket (USB 2.0)

Storage 1x 2.5" HDD or SSD (removable)

Construction Aluminum & steel

Chassis Color Black

Mounting Type Desktop or wall mount (wall mount kit included)

Dimensions 172mm (W) x 111.6mm (D) x 53mm (H)

Weight 1.1kg

Operating Temperature For E3940 CPU:-30°C~65°C (With SSD) *With air flow
For N-Series CPU:-10°C ~45°C (With HDD) *With air flow

Storage Temperature -40°C ~ 85°C

Relative Humidity 5%~90%@45°C (non-condensing)

Vibration Operating: 1.0 grms / 5~500Hz / random operation (with IEC 60068-2-64)
Non-Operating: 2.0 grms / 5~500Hz / random operation (with IEC 60068-2-64)

Shock Operating : 20G / 11ms
Non-operating : 40G / 11ms

仕様

オーダー情報

Intel® Atom® 3.5インチサイズ SBC
インダストリアル BOX型PC
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